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We propose a new astro-comb mode-filtering scheme composed of two Fabry–Perot cavities (coined “conjugate
Fabry–Perot cavity pair”). Simulations indicate that this new filtering scheme makes the accuracy of astro-
comb spectral lines more robust against systematic errors induced by nonlinear processes associated with
power-amplifying and spectral-broadening optical fibers. © 2012 Optical Society of America
OCIS codes: 120.2230, 120.5060.
Astro-combs are broadband (∼100 nm), wide-line-
spacing (>10 GHz) optical frequency combs referenced
to atomic clocks and optimized for wavelength calibra-
tion of astrophysical spectrographs. Astro-combs are ex-
pected to increase the accuracy and long-term stability of
astrophysical spectroscopy [1–9], with applications in-
cluding the detection and characterization of extra-solar
planets (exoplanets) and direct measurement of the ac-
celeration of the universe. In particular, searches for
Earth-like exoplanets around Sun-like stars using preci-
sion stellar radial velocity (RV) measurements require
<5 cm∕s RV accuracy and long-term stability, which is
equivalent to 100 kHz (50 kHz) accuracy of Doppler shift
measurements of stellar light at 500 nm (1 μm) over
several-year observation periods.
An astro-comb consists of an octave-spanning laser
frequency comb (“source comb”), typically operating
in the near-infrared with spectral line spacing <1 GHz
[10], integrated with a coherent wavelength-shifting
mechanism (such as a doubling crystal or photonic crys-
tal fiber), a mode-filtering Fabry–Perot cavity (FPC),
which effectively increases the line spacing to >10 GHz,
and power-amplifying and spectral-broadening optical fi-
bers. Several prototype astro-combs have recently been
developed and tested with astrophysical spectrographs
[5–9,11]. These tests have shown that the mode-filtering
systems must be improved to provide adequate suppres-
sion of unwanted spectral lines (“side modes”) in the pre-
sence of nonlinear processes in optical fibers. Here, we
propose a new mode-filtering design, using two FPCs of
incommensurate length, that improves the performance
of astro-combs containing nonlinear elements such as
photonic crystal fiber and fiber amplifiers by minimizing
the optical phase shifts associated with the FPCs.
The source comb spectrum is composed of many
narrow lines equally spaced in frequency, with a line spa-
cing given by the laser’s pulse repetition frequency, f r,
(typically <1 GHz). A FPC mode-filter, with free spectral
range (FSR) equal to Mfr, where M ≈ 10–100, passes
every Mth source comb line and suppresses intermediate
lines such that the astro-comb spectrum has line spacing
M times larger than the source comb. This wide line spa-
cing is required for high-resolution astrophysical spectro-
graphs with resolving power R  λ∕Δλ ≈ 50;000 to
100,000, corresponding to a resolution of 5 to 10 GHz
in the optical spectral range, to resolve the lines.
Because the spectrograph fails to resolve individual
source comb lines, finite suppression of unwanted side
modes by the FPC shifts the centroid of astro-comb lines
as measured on the spectrograph. The shift, expressed as
a radial velocity, δRV, may be estimated by
δRV
c

δf A
f A
≈
f r
f A
X M ∕2
k−M ∕2
k · Ik=
X M ∕2
k−M ∕2
Ik; (1)
where f A is the astro-comb line frequency, δf A is the shift
of the astro-comb line as measured on the spectrograph,
Ik is the intensity of the kth side mode (the source comb
line k repetition frequencies away from the astro-comb
line), and c is the speed of light [11,12]. To calibrate the
spectrograph with an accuracy of 100 kHz with an astro-
comb, the intensity of the side modes must be suppressed
or controlled to <10−4 of the astro-comb peak intensity
[1,11]. This suppression is nominally achievable with
FPCs of moderate finesse, but can be significantly de-
graded in the presence of nonlinear optical elements,
as discussed below.
An FPC suppresses the intensity of transmitted light of
wavelength λ by:
Iout ∕Iin  1 − R2 ∕1 − R2  4Rsin2δλ∕2; (2)
where R is the FPC mirror reflectivity and δλ
22πl∕λ  ϕm is the cavity roundtrip phase delay, with
l the cavity length and ϕm the wavelength-dependent
mirror penetration depth [Fig. 1(a)]. (Note that there is
an additional phase, ϕg, the Gouy phase, associated with
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length independent constant; for curved-mirror cavities
this phase leads to nondegenerate transverse modes and
thus requires careful mode matching.) However, when
fiber amplifiers and nonlinear broadening fibers are used
after an FPC to achieve broadband (>100 nm) coverage
[6–8], this highly nonlinear process typically leads to a
degradation of the side mode suppression, mostly due
to four-wave-mixing (FWM) that redistributes power
among comb lines [6,12]. Problematically, the FPC im-
poses a phase shift (the cavity phase),
ψ  tan−1R sin δ∕1 − R cos δ (3)
as shown in Fig. 1(b), on the source comb lines. Because
FWM processes are phase sensitive [12], the cavity phase
leads to a difference in the degradation of side mode sup-
pression between upper and lower side modes of an
astro-comb line, and thus to a systematic shift of the cen-
troid of the astro-comb line as measured on an astrophy-
sical spectrograph. As a result, two FPCs with much
higher finesse [7], or three or more FPCs [8] are often
necessary to achieve the required accuracy when fiber
power amplifiers and spectral broadening fibers are used
after an FPC.
To reduce systematic calibration errors in astro-combs
induced by FWM, we propose a new filtering scheme
using two series FPCs of differing FSR, coined a “conju-
gate Fabry–Perot cavity (cFPC) pair,” which minimizes
the FPC cavity phase shift on the side modes and there-
fore minimizes imbalance in the side-mode suppression
and the resultant shift in the measured line centroid. The
two FPCs are composed of mirror pairs of equal reflec-
tivity and dispersion but with different FSRs given by
Δ1  M · f r and Δ2  M ∕M − 1 · f r. The cavities are
operated in vacuum to eliminate the effects of air disper-
sion, which is critical to eliminate additional dispersion
in the longer cavity. Astro-comb lines are on resonance
with both FPCs, so the roundtrip phase δA ≈ 0 (mod2π).
For the pth side mode with frequency p · f r higher than
the nearest astro-comb line, (where p is a positive or ne-
gative integer), δp1;2 ≈ 2π · p · f r ∕Δ1;2 (mod2π), where
Δ1;2 is the FSR of the first or second FPC. The roundtrip
phase delays from the cavities of a cFPC pair are δp;1 ≈
2π · p∕M and δp;2 ≈− 2π · p∕M  −δp;1. For an FPC, the
transmission is an even function of δ [as shown in Eq. (2)
and Fig. 1(a)] and the total cavity phase is an odd func-
tion of δ [as shown in Eq. (3) and Fig. 1(b)]. Therefore,
the total cavity phase of the pth side mode resulting from
the cFPC pair is ψ1  ψ2 ≈ 0 (Fig. 2). Meanwhile, the sup-
pression of side modes is not compromised, as suppres-
sion at the frequencies of the side modes is the same as
for two identical FPCs with Δ  M · f r. As a result, the
systematic error in astro-comb lines following spectral
broadening of an astro-comb spectrum filtered by a cFPC
pair is minimized because the cavity phase from the
filtering cavity is near zero [12].
We performed numerical simulations to demonstrate
the improvement on the accuracy of an astro-comb with
cFPCpairs,comparedtoanastro-combwithtwoidentical
FPCs (Δ  M · f r). The source comb is modeled as a Yb
fiber laser frequency comb with a pulse duration of 60 fs,
corresponding to a bandwidth of 50 nm, pulse repetition
rate of 250 MHz, pulse energy of 60 pJ and center wave-
length of 1.06 μm. The astro-comb line spacing is taken to
be 16 GHz (M  64), the FPC mirror reflectivity is 98.8%
(cavity finesse  260), and we have assumed no addi-
tionallossesassociatedwiththecavitiesleadingtoapulse
energyattheoutputofthecFPCpairof0.015pJ.Thespec-
tralbroadeningfiberisa20mmSF6photoniccrystalfiber
(PCF) with mode field diameter of 1.7 μm and nonlinear
parameter of 570 W−1 km−1 [13]. The nonlinear spectral
broadening of ultrashort pulses in an optical fiber is mod-
eled by the generalized nonlinear Schrödinger equation
[14]. We performed simulations for both identical FPCs
Fig. 1. (a) Transmission and (b) phase shift imposed on inci-
dent light of wavelength λ by a Fabry–Perot cavity (FPC), as a
function of cavity roundtrip phase delay, δ (mod2π). Plots are
for a FPC composed of two identical mirrors of reflectivity
R  98.8%. Critical to conjugate FPC (cFPC) performance is
that FPC transmission (phase shift) be an even (odd) function
of δ.
Fig. 2. (Color online) Roundtrip phase delay imposed by con-
jugate Fabry–Perot cavity (cFPC) pair on (desired) astro-comb
mode and (unwanted) side modes. Dashed red and dotted blue
curves are cavity phases imposed by first and second FPCs,
respectively. For all side modes, roundtrip phase delays and
cavity phases of the two FPCs are equal in magnitude but op-
posite in sign. As a result, overall cavity phase imposed by the
cFPC pair is zero for all side modes. (Phase shifts are shown for
M  8.)
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the simulation method are presented in [12]. We find that
sidemodesuppressionwithcFPC pairsis more balanced,
and thus systematic shifts of desired astro-comb lines are
reduced as measured on an astrophysical spectrograph,
compared to two identical FPCs, though some degrada-
tion of side mode suppression is still present with the
cFPC pairs. The systematic shift of astro-comb line cen-
ters with a cFPC pair is typically <1 cm∕s, expressed
asRVerror[fromEq.(1)],whichisa30-foldimprovement
over an astro-comb based on two identical FPCs. The si-
mulations presented in this work are performed at 1 μm.
Similar results are expected when wavelength shifting, as
well as spectral broadening, is used to produce a visible
wavelength astro-comb.
In conclusion, we propose a new mode-filtering
scheme for astro-combs based on a conjugate Fabry–
Perot cavity (cFPC) pair composed of two FPCs with dif-
ferent FSRs: cΔ1  Mfr and Δ2  M ∕M − 1f r, which
achieves an astro-comb mode spacing of Mfr. The cFPC
pair imposes a minimal overall cavity phase on the side
modes of an astro-comb and therefore minimizes the im-
balanced degradation of side mode suppression resulting
from nonlinear processes associated with power ampli-
fying and spectral broadening optical fibers. Simulations
show that the accuracy of astro-comb lines with a cFPC
pair has 30 times smaller systematic errors induced
by nonlinear processes than an astro-comb with two
identical FPCs.
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Fig. 3. (Color online) Simulation of astro-comb accuracy for
two different filtering schemes: (a), (b) two identical FPCs, and
(c), (d) conjugate FPC (cFPC) pair. cFPC pair provides 30-fold
improvement in side mode filtering after spectral broadening,
compared to two identical FPCs, because cFPC suppression
degradation on blue and red side modes is nearly identical.
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